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	SHORT FORM SPECIFICATION - LUXALON® EXTERIOR LINEAR CEILINGS – 84R


	     m2 LUXALON® Aluminium Linear Ceiling Type 84R, supplied by Hunter Douglas Commercial, consisting of panels made of HD COLOR-COTE®, 0.6mm thick aluminium, 84mm wide, 16mm deep, with rounded edges, plain / ribbed, colour       according to the Hunter Douglas Commercial Exterior Colour Chart.
Option:      m2 LUXALON® Stainless Steel Linear Ceiling Type 84R, supplied by Hunter Douglas Commercial, consisting of panels made of 0.4mm thick stainless steel 316-BA, 84mm wide, 16mm deep, with rounded edges, plain / ribbed, colour: bright anneal stainless steel.

LUXALON® Panel Carriers Type RBC are made of HD COLOR-COTE®, 1.0mm thick aluminium, matt black, 48mm wide x 37mm deep (V5) / 38mm wide x 33mm deep (V44), with profile to hold panels in a module of 100mm (V5) / module of 85mm (V44), 

Option: 16mm wide gaps between the panels with V5 stringer to be closed with V5 flush infill panel, black satin / pearl white or V5 recessed infill, black satin.

Supply and install according to the fixing instructions of Hunter Douglas Commercial, a division of Hunter Douglas Limited.
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