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	SHORT FORM SPECIFICATION - SINGLE SKIN FACADE - MULTIPANEL 400F/400c


	     m2 Multipanel Facade System Module 400, Panel Profile F / C, supplied by Hunter Douglas Commercial, consisting of HD COLOR-COTE® panels made of 1.2mm thick aluminium or 0.8mm thick Galvalume, 400mm wide and 30mm deep. Selected colour       according to the Hunter Douglas Commercial Exterior Colour Chart.
Panel fixing, depending on the building construction, may be either or both of the following methods:

Sub-Structure:

The sub-structure shall consist of Hunter Douglas Commercial MPF Beam adjustable framing fixed with proprietary brackets and connections to the building main frame. The panels shall be fixed to the MPF Beam by means of the Face Fixing Clamps. Panel and beam spans shall be established from the Hunter Douglas Commercial Multipanel Facade Span Chart.

Connections:
a. Panel joints in continuous runs shall be executed in accordance with the manufacturer’s instructions. Sufficient clearance shall be allowed for thermal expansion.
b. Corner connection and trim detail shall be in accordance with the architectural drawings where shown, otherwise in accordance with the manufacturer’s recommended detail.

c. Trims for roof edges, drip sections, cappings, corner edges etc, shall be formed from matching HD COLOR-COTE® coil, in the selected colour and supplied by Hunter Douglas Commercial.
Supply and install according to the fixing instructions of Hunter Douglas Commercial, a division of Hunter Douglas Limited.
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